
 

 

 

 

 

 

 

 

 

  

FCE P/N DESCRIPTION IN STOCK 

3601347CE ELBOW 602 SCH 80 45°  0 

3600257CE ELBOW 602 SCH 80 90°  0 

3600763CE PUP JOINT 602 SCH 80 0.5M 0 

3600256CE PUP JOINT 602 SCH 80 1M 0 

3601045CE PUP JOINT 602 SCH 80 1.5M 0 

3600515CE PUP JOINT 602 SCH 80 2M 0 

8801182CE PUP JOINT 602 SCH 80 3M 0 

3600506CE PUP JOINT 602 SCH 80 5M 0 

FCE P/N DESCRIPTION IN STOCK 

3600157CE ELBOW 1502 SCH XXH 4130 90° 1 

3600156CE PUP JOINT 1502 SCH XXH 4130 1M 0 

3601648CE PUP JOINT 1502 SCH XXH 4130 2M 0 

3600159CE PUP JOINT 1502 SCH XXH 4130 3M 5 

FCE P/N DESCRIPTION IN STOCK 

8801247CE ELBOW 602 SCH 80 45°  15 

8801051CE ELBOW 602 SCH 80 90°  50 

8801038CE PUP JOINT 602 SCH 80 0.5M 10 

8801039CE PUP JOINT 602 SCH 80 1M 10 

8801040CE PUP JOINT 602 SCH 80 1.5M 10 

8801041CE PUP JOINT 602 SCH 80 2M 10 

8801042CE PUP JOINT 602 SCH 80 3M 10 

8801044CE PUP JOINT 602 SCH 80 5M 25 
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STOCK PIPING – 02/2023 

• 1502 • 

100% Radiography & Hardness 

10000 PSI CWP – H2S Service 

 

• 602 3’’ • 

20% Radiography / 10% Hardness 

2500 PSI CWP – H2S Service 

 

• 602 4’’ • 

20% Radiography / 10% Hardness 

2300 PSI CWP – H2S Service 

 

Fluid Control Europe  

786 rue George Sand  

42350 La Talaudière - FRANCE  

Tel: +33 (0)4 77 48 13 13  

E-Mail: fce@fce.fr 

www.fce.fr 

 General specifications 

100% Pressure Test 

Stainless Steel Band with Serial Number 

Paint as per FCE Spec. (3 coats) 

Colour to be advised by customer 

CE marked - Cat II Gr.1 

 

Available within 15 days 

Subject to prior sales 
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